
Metal SealTM is a liquid sealant which provides an inhibitive seal on phosphated surfaces,
increasing corrosion resistance without reducing paint adhesion.  Ideal for pretreatment of
surfaces before painting, Metal SealTM removes residual soil and phosphate sludge from surfaces
as well as providing an extra layer of corrosion protection.  It is easy to use and effective on iron,
zinc, and manganese phosphated surfaces.

DESCRIPTION

Machine Shops
Manufacturing Plants
Remanufacturing Plants

APPLICATIONS

SPECIFICATIONS

METAL SEALTM

285FORMULA

LiquidPhysical Form:

25-50:1 - See LabelRecommended Dilution:

10.0 - 11.0pH (1% dilution):

NoneDOT Class:

5 Gallon
Available Sizes

50 lbs.

Weight per
Container

Yes

Ships
UPS

No

Additional
Hazard Fee

>  Provides Excellent Corrosion Resistance

>  Does not reduce Paint Adhesion

>  Biodegradable

AT A GLANCE

PRODUCT AVAILABILITY

Corrosion Prevention Sealant

Powder Paint Facilities
Liquid Paint Facilities

55 Gallon 550 lbs.

Round Pail
Container Type

Poly Drum

20

QTY per
pallet

4 No N/A

ClearColor: NoneFragrance:
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Sample Label

RESEARCH
Through R&D and field testing,  KO Chemists combine creativity with technology to bring you products with the performance you
require.  Using our sophisticated KO lab we continually test new products, existing products, and our manufacturing processes for
effectiveness and affordability.  When a new product meets our requirements, it goes to a select group of end-users for real-world
evaluation.  Only after testing, evaluating, and re-testing is a KO product ready for distribution.

Attention:  Refer to our Material Safety Data Sheet regarding hazards, personal protection, and disposal of this product.


